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Abstract : Utilization of biomass as a source of electrical power is one potential solution that can 
be developed in order to increase of the electrification ratio and to Achieve the national energy 
security. However, now it is still difficult, to Determine the amount of potential energy that can be 
used as an alternative power generation. Therefore, as a preliminary step to assess the feasibility 
of biomass development as a power generation source, an analysis of potential resources are 
required, especially from some of the main commodities, both of residues of agriculture and 
plantation. This study aims to assessing the potential of biomass-based supply from unutilized 
resources that can be Obtained from the residues of agricultural and plantations sectors, such as 
rice straw and rice husk; Dry straw and chaff of rice; corn stalks and cobs; stalks of cassava; and 
fiber, shell, empty fruit Bunches, kernels and liquid wastes in the palm oil factories. More 
research is focused on the theoretical energy potential measurements using a statistical approach 
which has been developed by Biomass Energy Europe (BEE). Results of the assessment has been 
done and showed that the total theoretical biomass energy that can be produced is equal to 
77,466,754.8 Gj year -1. Theoretically, this potential is equivalent to generate electricityof year 
21,518,542.8 MWh -1. 
1. Introduction  
National electricity consumption in the period of 2000-2012 continued to increase with an average 
growth rate of 6.2% per year. It was lower than coal (9.9%) and LPG (13.5%). It also led to the 
national electrification ratio still at the value of 75.8% in 2012. Higher value of other ASEAN 
countries such as Singapore (100%), Malaysia (99.4%), Philippines (89.7%), and Vietnam (97.6%) 
showing that electrification rate of Indonesia is still low [1]. 
 
Furthermore, in electricity supply of year 2012, the power plants owned by the Indonesian State 
Electricity Company  still dominated with a share of over 73% (32.9 GW), power plants owned by 
Independent Power Producer (IPP) in the range of 17% (7.4 GW), and the rest is met by power plants 
owned by Private Power Utility (PPU), power plant of non-fossil Operating Permit, and rental power 
plants with a share of the range of 10% (4.5 GW) [1].  
 
Meanwhile, especially in the province of Riau, the electrification ratio has reached 77.56%. However, 
in some districts, seven regencies / cities in Riau province have lower electrification ratio than the 
national average [2]. Certainly, it should be considered, especially by local government, in order to 
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To address the problems of the demand for electricity which continues to increase, it is necessary to 
utilize various alternative sources. An alternative source is through the utilization of the remaining 
agricultural products, plantation or residual forest products such as biomass. 
 
Currently, biomass has been the most important source of energy in every region of the world [3]. 
Biomass has the potential to be one of the main energy source in the future, and the modernization of 
bioenergy systems suggested as an important contributor in the development of sustainable energy in 
the future, especially for sustainable development in industrialized countries and in developing 
countries [4]. As a result, there will be mobilization of the provision of biomass on a large scale as an 
effort to fulfill the energy needs in each region [5].  
 
Biomass is the term for any organic material derived from plants (including algae, trees, and plants). 
Biomass is produced by green plants that converts sunlight into plant material through photosynthesis. 
Biomass resource can be considered as an organic material, in which the solar energy stored in 
chemical bonds. When the bonds between adjacent carbon, hydrogen and oxygen molecules are 
broken by digestion, combustion, or decomposition, then it releases their stored chemical energy [6].  
Exploiting the potential of biomass as a source of electrical energy has started to be developed in 
some countries in the world. Such as in China, with the potential of available biomass, allowing them 
to generate electrical energy with a capacity of 30 GW [7]. Similarly, in the EU, even the demand of 
biomass raw material exceeds the supply capability can be provided for the needs of power plants [8].  
Biomass basically can be divided into three major groups, wood biomass, non-wood biomass and 
secondary fuels [9]. On the other hand, Biomass Energy Europe divides biomass into four categories: 
(1) forest biomass and waste, (2) energy crops, (3) agricultural waste, and (4) organic waste [10]. 
  
Efforts to address the problems of the community energy requirements continue to be implemented by 
the provincial government. Start with drafting the rules and policy of regional energy management, 
consolidation of cross-sectors, the budget provision that is sufficient for the construction of various 
center of electrical energy generation, and foster cooperation with various industry parties in and 
outside the country to jointly develop technologies supplying alternative energy in accordance with 
the potential which exists. 
 
Basically, the potential of new and renewable energy, especially biomass energy in the province of 
Riau are available in large enough quantities. Sources of potential energy are from agricultural 
products waste, forest products waste, industrial waste, and urban sewage coming from households. 
One of agricultural potentials to be utilized as an alternative energy source in the province of Riau is 
palm oil. 
 
However, the underlying issue is the level of the overall potential of the various sources of biomass 
energy in Riau Province that cannot be known certainly. Lack of availability of data, undeveloped 
knowledge and technology utilization of biomass energy, cause portions of the utilization of biomass 
energy for the effort to fulfill the energy needs of society and increase the portion of renewable energy 
in the national mixed energy is still quite low. 
 
The lack of data on potential energy source causes doubts to investors in investing their capitals for 
alternative energy development efforts in the province of Riau. The complexity of the existing 
problems, could impede utilization development efforts of biomass energy in the province of Riau. 
Therefore, it is necessary to carry out assessment of the potential of biomass energy in the province of 
Riau as a first step. This study will be the baseline to determine the direction of policy on the use and 
development of biomass energy in the province of Riau. 
 
The purpose and scope of this study include: 1) Obtain the value of biomass energy potentials from 
two main sources, from the rest of the agricultural products which are distinguished into two groups: 
First, the rest of the agricultural product of horticulture crops such as straw and rice husks, leftover 
corn cobs, and cassava stem. Second, biomass potential can also be measured from the waste products 
of oil palm plantations that are divided into empty fruit bunches of palm oil, palm shells, kernel fibers, 
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and liquid waste of POME (Palm Oil Mill Effluent). In this study, the biomass potential obtained is 
still a theoretical potential. 2) Obtain the value of the electricity that is a conversion of whole 
agricultural biomass energy. 3) Obtain the classification of agricultural biomass energy potential of 
any region in the province of Riau. Classification is divided into three levels, high, medium, and low 
potential. 
2. Literature Reviewe 
According to the Biomass Energy Europe, there are five types of potential sources of biomass energy: 
theoretical, technical, economical, implementation, and sustainable implementation. Because this 
study is a preliminary study, the research focuses on the theoretical potential. Figure 1 shows an 
illustration of the first four potentials and are described in the following sections [10].  
 
Theoretical potential is the maximum number of total land biomass that is theoretically available for 
bioenergy production with basic biophysical limits. The theoretical potential is usually expressed in 
Joules primary energy, which is the energy contained in the biomass raw material, and has not been 
processed. Primary energy is converted into secondary energy, such as electricity, liquid fuels, and 
gaseous fuels. In the case of crops and forest biomass, theoretical potential describes the maximum 
productivity under theoritical optimal management by considering constraints such as soil conditions, 
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Figure 1. Biomassa potential classifications [10].  
 
Technical potential is part of the theoretical potential that is available under the techno-structural 
condition with current available technology (eg harvesting techniques, infrastructure and accessibility, 
and processing techniques). The technical potential also considers the spatial conditions related to 
land use (eg for the production of food, feed, and fiber) including ecological aspects (ie natural 
reserves) and constraints due to the possibility of non-technical use. The technical potential is usually 
expressed in Joule primary energy, but sometimes also expressed in a secondary unit for energy. 
 
Economic potential is part of the technical potential that meets the criteria of economical profits under 
certain conditions. The economic potential generally refers to the secondary bio energy, although 
sometimes the primary bio energy is also considered. The final results of the assessment of the 
economic potential is in the form of Supply Curve (IDR /tons). 
 
Potential implementation is part of the economic potential that can be applied to both certain time 
period and the real socio-political, includes obstacles (and incentives) of economic, institutional and 
4
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social. Potential implementation is focused on the feasibility or impact of economic, environmental, 
and social from bioenergy policies. 
 
Theoretically, there is the fifth type of potential biomass sources that is the sustainable 
implementation potential. Actually, that is not a new type of potential, but it is a combination of the 
criterias of environmental sustainability, economic, and social assessment of biomass sources. It 
describes that the sustainability criteria acts as a filter on the theoretical, technical, economical and 
implementation potential aimed to the sustainable implementation potential. Depending on the type of 
potential, the sustainability criteria can be applied into different levels. For example, to get the 
technical potential, criteria and environmental constraints are integrated to limit the available area and 
/ or results that can be achieved. 
 
2.1 Biomass Potential Energy Measurement 
Information on the production and use of biomass energy is usually difficult to obtain because of the 
lack of long-term data. Even if available, the data and information is usually inaccurate and too 
focused on a specific location. This is usually caused by traditional biomass that is often considered as 
part of the non-formal economy so it is not included into the activities of statistical agencies. In turn, 
although biomass plays an important role in developing countries, the planning, management, 
production, distribution, and use of biomass rarely get the attention of policy makers and energy 
planners [9].  
 
Determining the potential of biomass energy involves many factors such as the complexity of 
production and consumption, difficulty in determining the energy sources of biomass, the 
sustainability of long-term productivity, and economic aspects in production and use. In addition, the 
utilization of biomass energy also involves aspects of technology, ecology, and social. Three key 
issues in determining analysis of the potential of biomass are distinguish between potential and actual 
supply, measure the variation, and the number of units used in the measurement [9].  
 
Biomass is usually collected from various plant species. The potential of biomass is the number of 
biomass sources produced by an area, while the actual supply of biomass is the number of biomass 
sources accessed for the purposes of energy conversion. The limitation factors to access biomass are 
topography, law or local regulation, and local traditions. The potential of biomass can be measured by 
conducted three main methods of geospatial technology, field surveys, and modeling [12].  
a. Geospatial Technology 
Including remote sensing (RS), geographic information systems (GIS), and global positioning 
systems (GPS). Remote sensing images such as aerial and satellite photos, provide an efficient and 
reliable way to monitor biomass resources over time. 
This technique is used to estimate the growth in the stock of biomass and productivity 
estimates. RS provides an effective-cost way to gather the necessary information in outlying and 
inaccessible area. Remote sensing images are also the only practical approach to analyze land use and 
land cover changes in large economic scale, regional, and global. The resulting patterns can be studied 
by comparing images obtained at different times. Data derived from remote sensing imagery, such as 
land use / cover, altitude, and temperature of the surface, are further used in geographic information 
systems (GIS). 
b. Field Survey 
The field survey is used to collect data as part of an evaluation on a specific location. Usually, 
a field plot (size may vary) is selected as representative of the type of vegetation in an area of study, 
and parameters such as stem diameter, tree height, or the dimensions of the crown for resources of the 
forest and density, altitude, and the phenology development for easily measured plants are measured. 
Further extrapolation results in a larger area are used to develop equations that predict the availability 
of biomass. This sampling technique provides the most accurate estimation of biomass resources at 
specific locations, but not practical for large scale. The survey takes a long time, a lot of employees, 
therefore it is expensive, even with today's satellite communications technology (GPS). Currently, the 
5
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field survey in the assessment of biomass resources is used when other methods are not effective or 
when the ability to use other methods does not exist. 
c. Modelling 
Model is a framework that is simplified and designed to visualize a system or process that 
often uses mathematical techniques to facilitate the calculation or prediction. The complexity of the 
model and modeling techniques depends on the needs of assessment and data availability. Models can 
be as simple as an extrapolation of data that are measured using statistical methods, or as complex to 
balance process (set up as a separate module) to get the resource characteristics. 
Both static (analytical) and dynamic (simulation) models are used in the assessment of 
biomass resources. Static model describes a mathematical system, in an equation, and can be built in a 
spreadsheet. For example, estimating the number and cost of crop residues (straw rice for example) 
with set a value (usually average) for several variables such as crop production, the resulting residues, 
labor costs, and the price (chemical, fertilizer, fuel, and planting). 
 
3. Methodology 
The study was conducted within the scope of Riau Province which consists of 12 districts and cities. 
In general, the data used was secondary data obtained from annual reports to the relevant agencies, 
including the Department of Agricultural, Department of Agriculture and Horticulture, Department of 
Mines and Energy and the Central Bureau of Statistics in the province of Riau. 
 
This research included activities that consist of the studying the literature, surveying through 
secondary data collection on several relevant agencies, analyzing the data, and mapping classification. 
The data collected included all aspects within the scope of the purposes of the study. In general, the 
biophysical data can be collected from some types of exist agricultural commodities. Biophysical data 
included land resources and biological resources of food crops, including plantation crops. 
 
Methods and approaches used in analyzing biomass potential referred to the guidelines developed by 
the Biomass Energy Europe [11]. The assessment of the level of potential energy biomass was based 
on the availability of such resources, and conducted using statistical methods. This method used 
statistical data based on land use, crop yields, crop production, and from the literature. Statistical data 
were then combined with the conversion factor, such as the yield per hectare, residues to crop factor, 
etc. These factors was based on an assessment / opinions of expert, field study, or review of the 
literature. In addition, the assumptions was carried out to determine the portion of biomass that can be 
used for energy production, by considering the needs for the land use for other purposes. 
 
Furthermore, the biomass potential had been obtained in previous measurements would be converted 
into electrical energy units (MWh). Hierarchical Cluster Analysis approach was carried out to 
determine the classification of the energy potential of each region. In this method, the region cluster is 
formed due to the similarity (proximity) between clusters. In this study, cluster region was formed 
based on the potential of each commodity. Each region was divided into three levels of potential 
clusters: high, medium, and low potential. The range of potential biomass energy value of each type 
of commodity was different, depend on the range of the potential value of each commodity. 
 
The use of this method is limited to the knowledge of the potential energy in theory only. To find a 
more realistic potenial of energy, assessment processes needs to be done technically, economically 
and implementation. For that, it will require other supporting data as well as the number of 
population, the number of target customers will get a power supply, the data shrinkage during 
distribution, the conversion process or other data related to financing as the cost of production, 
transportation and electricity tariffs. 
 
The following section outlined the measurement method of the biomass potential, and the 
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a. Statistics Method –Primary Agricultural Residue (PAR) 
Most important primary agricultural residues of available agricultural biomass for bioenergy was 
straw and rice straw. Parameters that influenced the potential of straw / rice straw was the area 
covered by these plants and the amount of straw / rice straw produced per hectare or per ton of plant. 
Other types of residues that should be included in the residual category was the primary product of the 
cultivation process (eg, pruning fruit trees). 
 
The theoretical method of annual crop residues, such as rice, was estimated based on the cultivated 
area and agricultural production (AP) in ton per hectare, for each species of plant and the average 
ratio between the product and the residue (PtR). Primary agricultural residues (THP_PAR) was 
calculated by: 
 
𝑇𝐻𝑃−𝑃𝐴𝑅 = ∑(𝐶𝐴𝑖𝑥𝐴𝑃𝑖𝑥𝑃𝑡𝑅𝑖𝑥𝐴𝑣𝑖)         (1) 
where: THP_PAR is an agricultural residues primary (eg, straw, rice straw), in tons, CAi is the 
cultivated area for i-th crop, in hectares (ha), APi is the agricultural production for the i-th crop, in 
tons per hectare (tons / ha), PtRi is product-residue ratio for i-th crop, while Avi is the availability of 
residues for i-th crop according current harvest system. 
 
Tons unit of the theoretical potential of agricultural residues was converted to energy units by 
multiplying the potential (in tons / year) with a lower calorific value of a particular residue (GJ / 
tondry). Energy value was calculated using a low heating value of 14.7 GJ / tonnes with a water 
content of about 20% [9]. The ratio of product-residue by plant species (PtRi) was amounted to 1.757 
[13]. The availability of residues for i-th crop according to current harvesting system (Avi) was 
assumed equal to 1. 
 
In oil palm plantation commodities, palm oil biomass portion was determined based on the net energy 
balance proposed by Hambali [14]. The processing of fresh fruit bunches (FFB) produced from a 
plantation, will produce palm oil, kernel, empty fruit bunches, fiber, shell, and liquid waste or POME. 
Processing the oil at a refinery industry will produce Refined Bleached Deodorized Palm Oil 
(RBDPL) and Palm Fatty Acid Destillated (PFAD). Furthermore, RBDPL through fractionation 
processes will produce Refined Bleached Deodorized Palm Olein (RBDPO) and Refined Bleached 
Deodorized Palm Stearin (RBDPS). 
 
However, the energy potential was only measured in the palm oil biomass which consisted of empty 
fruit bunches, shells, fibers, kernel, and POME with a portion of each energy of 21%, 6.4%, 14.4%, 
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Figure 2. Palm oil mass balance [14]. 
 
b. Statistics Method– Secondary Agricultural Residue (SAR) 
Secondary agricultural residues (SAR) were generated and collected from companies that process 
agricultural plant parts harvested to produce the food / feed. In some European countries, the company 
must report the volume and utilization of residues they produce to the local statistics agency. 
However, if the direct statistics are not available, the methodology for assessment using the following 
equation : 
Pti = Cri x PtSRi            (2) 
where: Pti is the theoretical potential of secondary agricultural residues of i-th crop (tons / year), Cri is 
the production of i-th crop (tons / year), and PtSRi is the ratio between products and secondary 
residues of i-th crop. 
 
c. Hierarchical Cluster Method 
Cluster is a method of distribution data into meaningful subgroups, when the number of subgroups 
and other information about their composition may not be known [15]. Classification can also be 
described as an activity to divide a set of objects into multiple objects that resemble each other in the 
same class while the different objects will form another class [17]. Hierarchical Cluster Analysis is a 
cluster method that produces a unique set of categories or groups by variables of sequentially couples, 
groups, or variables [18]. Hierarchical clustering methods is processed to the stage of generating 
sequence of partitions, each corresponds to a different number of clusters [19]. 
 
In multivariate data analysis, sampling units is generally represented as a multidimensional space in 
which the distance between pairs of points is defined as some function of observed sample value [20]. 
According to [16], determining the distance between clusters can be performed with agglomerative 
method. In this method, determining the distance between two possible clusters is built with a single n 
clusters, one for each point, and successively joining the pair nearest cluster to form a new cluster. 
 
The general equation of Aglomerative Algorithm was developed by Lance and William [21] in which 
the difference between the new class is the union of Ci u Cj and some other class Ck that is defined 
as:  
 
𝑑(𝐶𝑖 ∪  𝐶𝑗, 𝐶𝑘) =  𝛼𝑖𝑑(𝐶𝑖, 𝐶𝑘) + 𝛼𝑗𝑑(𝐶𝑖, 𝐶𝑘) + 𝛽𝑑(𝐶𝑖, 𝐶𝑘) +  𝛾|𝑑(𝐶𝑖, 𝐶𝑖) −  
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In this equation, h(Ci) is the highest class in the dendrogram cluster of Ci, and 𝜃 ≡(𝛼𝑖, 𝛼𝑗, 𝛾, 𝛿𝑖, 𝛿𝑗, ) 
is a set of parameters which values determine the grouping strategy. 
 
4. Results 
4.1 Biomass Potential 
The results of the measurement of the biomass potential was divided into three groups. The first group 
described the potential of biomass residues derived from primary agricultural products, including rice 
straw, dryland rice straw, corn stalks, and stems of cassava. The second group was the potential of 
biomass sourced from secondary agricultural residues, which consisted of rice husks, dryland rice 
husks, and corn cobs. The third group was the potential of biomass derived from oil palm plantations, 
which consisted of oil palm empty fruit bunches, fibers, shells, and waste water (POME). 
a. Agricultural Residue Biomass Potential. 
Table 1, describes the assessment results of biomass energy potential derived from primary residues 
on four agricultural commodities. Based on the theoretical potential assessment, it is known that there 
were three regions with the highest potential for primary agricultural residue biomass, which were to 
Rokan Hilir by 3,666,063 Gj (21.48%), Indragiri Hilir by 3,116,287 Gj (18.26%) and Kampar by 
2,082,552 (12.20%). 
 
Table 1. Theoritical potential of primary agricultural residue biomass 
Districts 











































































































































Total 482,001 12,143,883 53,877 1,556,184 33,197 1,104,166 79,480 2,260,750 17,064,985 
Where: Primary Residues – Product Ratio (PtRi) for straw= 1.757; corn dan cassava = 2. Residues available (Avi) =1,  
 
While Table 2, shows the potential of secondary biomass from agricultural residues in each district in 
the province of Riau. Based on the assessment results of potential had been conducted, it is known 
that there were two most potential regions, Rokan Hilir with theoretical potential of agricultural 
residues for biomass energy of 1,299,584 Gj (28.84%) and Indragiri Hilir with a potential of 
1,033,295 Gj (22.93%). 
 
Based on the four types of existing agricultural potential, it can also be known that the rice paddy 
yield had the largest biomass potential that was 75% of total primary and secondary agricultural 
biomass potential. Whereas dryland rice, corn, and cassava were respectively only 9%, 6%, and 10% 
of the overall potential of the existing agricultural biomass. (Figure - 3). Overall total theoretical 
potential agricultural biomass, which can be produced from residues of paddy rice, dry rice, corn and 
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Table 2. Theoritical potential of secondary agricultural residue biomass 
Districts 















































































































 Total 482,001 3,947,588 53,877 441,253 33,197 117,816 4,506,657 
Where : Secondary Residues – Product Ratio (PtRsi) for hull of paddy rice = 0.7; corn hump (PtRsi) = 0.3 
 
 
Figure  3. Pie diagram of agricultural biomass potential 
b. Palm Oil Biomass Potential. 
Riau Province is one of areas that has the largest area of palm oil plantations in Indonesia. According 
to statistics of the Agricultural Department of Riau Province (2013), the area under palm oil 
plantations in Riau Province is 2,401,460 million hectares and spread over 12 districts. 461,007 
hectares of oil palm plantations from the existing total area, has produced a total production of 
4,477,081 tonnes. 
 
The largest community-owned palm plantation area is in Indragiri Hilir, with a plantation area reaches 
580,627 Ha (24.1%). Indragiri Hilir regency could produce as many as 644,098 tonnes of palm oil 
during 2012. Other area in Riau Province that has the quite large resource potential of oil palm is in 
Rokan Hulu and Kampar regency with palm oil plantations respectively reach 256,696 ha (10.7%) 
and 289,156 ha (12.1%). During 2012, production of those regencies had reached respectively 
579,011 tonnes (12.9%) and 573,338 tonnes (12.8%) of fresh fruit bunches (FFB) [22].  
 
Based on Table 3, it can be seen that in total, biomass energy can be generated from the potential of 
palm oil plantations in Riau Province was 30,786,475.29 Gj / year. The largest potential could be 
produced from the utilization of fiber (coir) of palm oil, which was 8,800,474.52 GJ (27.9%), and the 
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Energy Total/Biomass 8,600,474.52  5,479,724.51  8,402,587.50  4,871,065.22  3,432,623.54  30,786,475.29  
    Where: Primary Residues – Product Ratio(PtRi) of fiber = 0.170; shell= 0.065; bunch= 0.230; kernel = 0.064 and POME = 1.217)  
 
Table 4 shows that theoretically, total energy potential of palm oil from private plantations could be 
produced in the province of Riau was 25,108,837.3 Gj / year. The largest energy potential could be 
produced from the utilization of oil palm fiber, which was 7,014,320.2 Gj / year (27.9%). Palm oil 
bunches waste of private plantations could, theoretically, produce energy by 6,852,928.8 Gj / year 
(27.2%). The biomass potential was in the district of Kampar with a total potential biomass energy of 
5,162,942.44 Gj / year (20.6%). 
 



































  205,282.12  
  580,611.28  
  232,200.45  
  918,958.80  
  249,915.90  
  878,288.16  
  427,004.33  
  501,302.99  
  377,206.70  
    37,433.29  
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  516,120.00  
  206,408.83  
  816,885.63  
  222,156.54  
  780,732.48  
  379,574.91  
  445,620.86  
  335,308.54  
    33,275.39  























Energy Total/Biomass 7,014,320.20    4,469,118.80  6,852,928.80     3,972,712.30  2,799,557.20  25,108,637.30  
 Where: Primary Residues – Product Ratio(PtRi) of fiber = 0.170; shell= 0.065; Bunch= 0.230; kernel = 0.064 and POME = 1.217)  
 
Based on the overall analysis, every potential area of biomass and the potential of each type of 
biomass can be summarized in Table 5. 
 







% Higest Potential  
District 
Wet Rice straw, hull 16,091,472.1 20.7 Rokan Hilir 
Dry Rice straw, hull 1,997,436.9 2.5 Rokan Hulu 
Cassava Stem 2,260,750.2 2.9 Kampar 
Corn stem, knob 1,221,983.1 1.6 Pelalawan 
Palm oil (community owned) fiber, shell 
bunch, kernel, POME 
30,786,475.3 39.7 Indragiri Hilir 
Palm oil (private owned) fiber, shell, bunch, kernel, 
POME 
25,108,637.3 32.4 Kampar 
Energy Total of Biomass 77,466,754.8  Kampar 
4.2 Electricity Potential 
As shown in Table 5, it can be seen that the overall theoretical potential of biomass could be produced 
from two groups of agricultural commodities and plantations in Riau Province was 77,466,754.8 Gj. 
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4.3 Region Claster Biomass Potential 
Based on cluster analysis has been conducted, six types of clusters were formed which were cluster of 
areas based on the potential of biomass palm oil, clusters of rice biomass potential, cluster of  corn 
biomass, cluster of cassava biomass, cluster of crops biomass (which is a combination of rice, corn, 
and cassava biomass), and clusters of the total biomass of agricultural commodities. Each type of 
clusters was classified into three levels of potential: high, medium, and low potential. The potential 
level value of each cluster type was different, depending on the range of values in a type of cluster. 
 
Using Hierarchical Cluster Method and the calculation of proximity analysis, level value of each 
cluster type had been obtained. The values range of each potential level of each cluster type, are 
summarized in Table 6. 
Table 6. Interval of potential level each claster 








High 9,105,478 4,821,656 632,112 597,549 
Middle 3,646,607 1,754,634 154,156 161,629 
Low 365,278 1262 17,878 57,773 
 









































Figure 4. Cluster Dendrogram of Biomass Potential 
 
In the following section (see Figure 5), refers to the data of biomass potential of each region and the 
results of the cluster analysis, map of the biomass cluster in the province of Riau could be illustrated. 
Four maps were formed, consisted of cluster map of the palm oil biomass potential, cluster map of the 
 
Figure 4c. Cluster Dendrogram of Corn Biomass 
 
Figure 4d. Cluster Dendrogram of Cassava Biomass 
 
Figure 4a. Cluster Dendrogram of Palm Oil Biomass 
 
Figure 4b. Cluster Dendrogram of Rice Biomass 
12
1234567890
International Conference on Biomass: Technology, Application, and Sustainable Development  IOP Publishing
IOP Conf. Series: Earth and Environmental Science 65 (2017) 012006    doi   :10.1088/1755-1315/65/1/012006













































Figure 5. Cluster map of agricultural biomass potential in Riau Province 
5. Conclusions 
Based on the assessment of biomass potential in the province of Riau, a number of conclusions: First, 
theoretically biomass energy that can be produced from primary agricultural residues amounted to 
17,064,985 Gj, whereas the potential of secondary biomass from agriculture amounted to 4,506,657 
Gj. Straw and hull of paddy rice is the most potential compared to other agricultural resources, 
theoretically has the potential to generate energy by 16,091,472.33 Gj. Second, the potential of 
biomass that can be produced from oil palm plantations is amounting to 55,895,112.56 Gj, wherein, 
Kampar District is the area most potential to produce oil palm biomass energy which is equal to 
9,105,478 Gj. Third, with a total of 77,466,754.8 Gj biomass energy, theoretically has the potential to 
generate electrical energy by 21,518,542.8 MWh / year. 
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